APPENDI X B
GUNNERY TESTS

There are three gunnery tests: a diagnostic %Hnnery test, an
internmedi ate gunnery test, and a gunnery skills test. The
instructor is responsible for the conduct of all tests, and
nus“ iﬂsure that sufficient scorecards or answer sheets are
avai | abl e.

B-1. DI AGNOSTI C GUNNERY TEST

This test is given before and during preparatory training.
It is a witten test that evaluates the trainees’ know edge
of the MK 19 as well as the instruction given. Training
units prescribe procedures for the test, and announce scores
of those who satisfactorily conplete the test. If this test
is used, it should be given before range firing. It has a
possi bl e score of 100 points. To satisfactorily conplete
the test, 80 points are required.

PO NTS
1. Name the five major assenblies of the MK 19. 5
2. Explain how to clear and disassenble
the MK 19. 15
3. Explain how to assenble the MK 19. 15
4, Explain how to performa function check. 5
5. Explain how to apply imediate action
to a runaway gun. _ _ _ 5
6. Explain how to apply imediate action
when a nal function occurs. 10
7. Explain one phase of functioning
éfirected by the exam ning officer). 10
8. xpl ain why the weapon should not be
fired with the top cover assenbly open. 10

9. Explain how to inspect ammunition before
| oading (belt to have at |east one each of the
followng: short round, bent round, |oose
bul l et, broken link or round not pushed

fully into its |ink). 10
10.  Explain how to load to half-load position. 5
11. Explain and denonstrate sight alignment. 10
100

B-2. | NTERVEDI ATE GUNNERY TEST
This a witten test given at the end of preparatory
mar ksmanship training. It is used to evaluate the
instruction as well as the soldier's %unnery skills. This
test has 21 questions--20 multiple-choice and 1 true or
fal se. Each soldier nmust correctly answer 17 of the 21 in
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order to nove on to the next phase of training. The
instructor is responsible for the conduct of the test.

1. What are the five major groups (field strip) of the
MK 19?7

a. Receiver assenbly, top cover assenbly, sear
assenbly, bolt assenbly, and feed slide assenbly.

h. Top cover assenbly, receiver assenbly, barrel
sear assenbly and feed tray, and bolt and
backpl ate assenbly. _

c. Recelver assenbly, feed slide assenbly and feed
tray, top cover assenbly, sear assenbly, and bolt
and backpl ate assenbly

d. Sear assenbly with chargers, receiver assenbly,
feed tray assenbly, top cover assenbly, bolt and
backpl ate assenbly.

2. Wiere is the weapon safety | ocated?

On the right side of the receiver assenbly.

On the left side of the receiver assenbly.

On top of the receiver assenbly.

On the sear assenbly at the bottomrear of the
receiver assenbly.

oo o

3. Inanonfiring situation to clear the weapon, in
whi ch order are the steps bel ow taken?

a. 2, 4 3,1
h. , 3, 4, 2
c. 3,1, 2, 4
d 1, 2, 4, 3

1. Ensure that the safety switch 1is in the SAFE

p03|t|on and the bolt is forward; open the top

cover rotatln% the top cover latch counter-

cIockmnse Lift the cover.

2. Return the bolt to the full forward position and

rotate the charger handl es upward.

3. Inspect the feed tray and extractors on the top

of the bolt to ensure that a round is not in the
“pi ckup” position.

4. Unlock and pull the charging handles to the rear

two to three inches. Inspect the face of the bolt

and the chanber
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4. In which substance(s) should the bolt and backpl ate
assenbly never be inmmersed?

a. O eaning solvent.
b. Lubri cant.

c Bore cleaner.

d Al'l of the above.

5. Under which conditions should a generous second coat
of lubricant be used when cleaning the weapon?

Hot, wet, salt air, sea spray.
Hot , dry, sandy, dusty.
Cbld SNOW.

of t e above.

coow

6. Under which conditions should a second coat of
| ubri cant not be used?

Hot, wet, salt air, sea spray.
Hot , dry, sandy, dusty.
Cbld SNOW.

of t e above.

oo

7. During reassenbly, what is the first major group to
be placed back on the weapon?

a. Sear assenbly.

h. Bolt and backplate assenbly.
c Top cover assenbly.

d.  Receiver assenbly:

8. Wien closing the top cover, in what position nust
the feed slide assenbly be; and in what position nust
the bolt be to ensure proper alignnent of th primry

and secondary drive |evers?

a. Left: to the rear.
b. Right; to the rear
C. Left; forward.

d Ri ght; forward.

9. Wat is the maxi numrange of the weapon, in meters?

a. 1 500.
b, 2, 212.
c. 2 000.
d 1, 800.
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10. What is the maximum effective range of the weapon,
in meters, for point targets?

a. 1,500.
b. 2,212
c. 2,000.
d. 1,800.

11. What is the cyclic rate of fire for the weapon, in
rounds, each mnute?

225 to 275.
275 to 325.
325 to 375.
375 to 425.

12. What is the main characteristic(s) of the MK 19?

OO w®

Ful ly automati c.

Bl owback oper at ed.
Al r-cool ed.

Al'l of the above.

oo o

t103,). Whi ch nount (s) shoul d the weapon not be attached

a. M tripod without the T&E nechani sm
h. M tripod with the T&E nechani sm

¢. M pedestal.
d. Al of the above.

14. How nuch arnmor plating, in inches, is the weapon
capabl e of penetrating, whenfiring amunition at zero
degrees obliquity?

a. 1
b. )
c. 3
d. 4,

15. Wthin how many neters nust the 40-nmm HE round
i mpact to cause casualties to exposed eneny personnel ?

5.
10.
15.

20.



FM 23-27

16. To stop a runaway weapon, what step(s) nust be
t aken?

a. Rel ease the_tri?%er and step amar from the weapon
b. Gab and tw st e ammunition belt to break it

of f.

¢. Unlock and [ower one charging handle while
keeping control of the weapon.

d.  None of the above.

17. Wen | oadi ng the weapon, place the fermale |ink end
of the anmunition belt through the feed throat and draw
the ammunition into the weapon feed area.

a. Tr ue.
b. Fal se.

18. What is the termused to describe an interruption
in the functioning cycle when it is caused by faulty
action of the gun or faulty ammunition?

a. Bl ockage.

b.  Breakage.

C. Mal functi on.

d. Renedi al acti on.

19. To perform corrective action, what step(s) nust be
t aken?

a. Unload and clear the weapon

h. Inspect the weapon and ammunition to find the
cause of the problem

c. Correct the problem reload, and try to fire the
weapon.

d Al of the above.

20. How many rounds shoul d per burst should the gunner fire
when engaging targets?

a. 3 to 5.
h. 5 to 8.
c. 7 to 10.
d 9to 12.

21. In which position(s) nust both charger handles be
for the weapon to fire?

Forward and down.
Forward and up.

To the rear and down.
None of the above.

o ow
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B-3. GUNNERY SKILLS TEST

This is a test guide for unit commanders to standardize and
maintain MK 19 gunnery skills. It is a nonfiring hands-on
test given at the end of MK 19 training. It may be held
indoors if facilities are available. Seven stations are
used for the skill tests. The test is graded on a GO or
NO- GO basi s.

a. Instructions for the GQunner's Exam nation. The
followng is a guide for giving gunners the skill test.

(1) To organize for testing, assenble the entire unit
in one area and orient them as foll ows:

DURI NG THE NEXT HOURS YOU WLL TAKE PART IN A
PERFORMANCE- TYPE EXAM NATTON TO TEST YOUR KNOALEDGE OF THE
MK 19 MACH NE GUN. STAY W TH YOUR ASS|I GNED GROUP_DURI NG THE
ENTI RE EXAM NATI ON. I NI TI ALLY, EACH GROUP W LL BE ASSI GNED
TO A SPECIFIC STATION. AT EACH STATION, AN ASSI STANT
| NSTRUCTOR W LL EXPLAI N EXACTLY VWHAT TASK OR TASKS YOU ARE
TO PERFORM AFTER BEG NNI NG THE TASK, |F YOU DO NOT KNOW A
STEP OR STEPS, ASK THE ASSI STANT | NSTRUCTOR FOR HELP. HE
WLL TELL YOU HOW TO PERFORM THE STEP, DEDUCT THE NECESSARY
PO NTS FROM YOUR GRADE, AND YOQU MAY CONTINUE TO WORK
SEVENTY PERCENT |S THE PASSI NG SCORE.

(2) Organize the unit into seven equal groups that
rotate fromstation to station until all individuals have
been tested. Helmet and LBE will be worn for this test.
Assi gn enough assistant instructors to each station to
grade and critique each gunner’s performance. For ease in
mar ki ng, give score sheets to each grader and collect the
sheets immediately after the test.

(3) At the end of testing for each group, have each
grader assenble the soldiers he graded and give them a
thorough critique (five mnutes).

b. Testing Stations. There are seven stations for
gunnery skills testing. Al stations except one, six, and
seven have internediate training objectives.

c. Scoring. For tasks at stations one, six, and seven
score the soldier GO if all steps are passed (p). Score
the soldier NOG if any steps are failed (f). If the
soldier fails any steps, show what was done wong and how
to do it correctly. For stations two through five, score
the soldier GO on a task if he receives no nore than one
intermediate training objective NO GO



STATI ON ONE
TASK: ldentify the characteristics of the M 19.

CONDI TIONS: I n any environment, the gunner is given a
conpl ete tripod-munted MK 19.

,\?}'(I'AiNgDARDS: The gunner w Il know characteristics of the

PERFORVANCE MEASURES:

FM 23-27

G0 | NG GO

1. General description (nonenclature)
2. \\eapons sight.
3. Weight of gun.

4. Maximum effective range for a point
target.

5. Maxi num effective range for an area
target.

Cyclic rate of fire.
Mizzl e vel ocity.

Types of anmunition.

Wi ght of the MK 64 MOD 7 gun nount.

10.  Types of nounts.
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STATI ON TWO

Station Two has seven internmediate training objectives.
TASK: Perform operator’s nmai ntenance on the MK 19.

CONDI TIONS: I n any environnment, given a conplete MK 19,
cl eaning equi pment, tools, work space, and TM 9-1010-230- 10.

STANDARDS: The gunner will disassenble the MK 19 within
four mnutes. The gunner will use the cleaning materials as
required in the operator's TM to clean the M 19. The
gunner will inspect, lubricate, and assenble the MK 19
wthin four mnutes, and perform a function check.

Internediate Training Objective 1. D sassenble the MK 109.
CONDI TIONS: Gven a location in which to work, an assenbl ed
MK 19, weapon-cleaning equipnent, | ubri cant, and

™™ 9-1010- 230- 10.

STANDARDS: The gunner will disassenble the MK 19 within
four m nutes.

PERFORVANCE MEASURES:

1. Cear the gun.

2.  Renove the bolt and backpl ate assenbly.

3. Renpve the secondary drive |ever.
4, Renove the feed slide assenbly.
5. Renove the top cover assenbly.

6. Renove the feed tray.

7. Renove the primary drive lever and
vertical cam

8. Renove the alignment guide assenbly.
9. Renove the ogive plunger.
10. Renove the round-positioning block.

11.  Renove the charger assenblies (LH RH).




PERFORVANCE MEASURES:

NO- (O

12. Renove the sear assenbly.

13. Conplete within four mnutes.

Internediate Training bjective 2. Cean the MK 19

CONDI TIONS: G ven a disassenbled MK 19, wth the proper

cl eani ng equi pnent.
STANDARDS: The gunner will clean the M 19.
PERFORMANCE MEASURES:

1. Receiver assenbly:

a. Wpe or brush away dirt from al
parts, especially the interior of the
receiver housing, receiver rails, and
f eeder area.

b. Use a rag to apply the cleaning
sol vent.

c. Swab out the bore and chanber using a
bore brush and RBC.

d. Wpe dry.

2. Sear assenbly:

a. Wpe or brush away dirt.

b. Use a rag to apply the cleaning
sol vent.

c. Wpe dry.
3. Alignnent guide assenbly:

a. Wpe or brush away dirt.
b. Soak assenbly in cleaning solvent.
c. Wpe dry.

4. Qgive plunger assenbly:

a. Wpe or brush away dirt.

b. Use a rag apply the cleaning
sol vent .

c. Wpe dry.

FM 23-27
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PERFORVANCE MEASURES

10.

11.

oo

o

oo

oo

o

oo

Round- posi tioni ng bl ock:

Wpe or brush away dirt.
Soak in cleaning solvent.

Charger assenblies:

Wpe or brush away dirt.

Use a rag to apply cleaning solvent.

W pe dry.

Vertical cam assenbly:
Wpe or brush away dirt.
Soak in cleaning solvent.
Wpe dry.

Primary drive |ever
Wpe or brush away dirt.
Soak in cleaning solvent.
W pe dry.

Secondary drive |ever:
Wpe or brush away dirt.
Soak in cleaning solvent.
W pe dry.

Feed slide assenbly:

Wpe or brush away dirt.
Use a rag to apply
sol vent.
W pe dry.

Feed tray:

Wpe or brush away dirt.
Soak in cleaning solvent.
Wpe dry.

t he

cl eani ng




PERFORVANCE MEASURES:

&0 [ NO- GO
12. Top cover assenbly:
a.  Wpe or brush away dirt.
h. Use a rag to apply the cleaning
sol vent.
c. Wpe dry.
13. Bolt and backpl ate assenbly:
a.  Wpe or brush away dirt.
b. Use a rag to apply the cleaning
sol vent.
c. Wpe dry.
14. Use only authorized cleaning materials.
Internediate Training Objective 3: Inspect the M 19.
CONDI TIONS: G ven a disassenbled and cleaned MK 19.
STANDARDS:  The gunner will inspect the MK 19.
PERFORMANCE MEASURES:
G0 | NO- GO
1. Receiver assenbly:
a. Inspect the receiver housing for
cracks (even hairline) , rust, burrs.
b. Inspect the receiver rails for burrs,
deformty, or unusual wear.
c. Inspect the feeder paw s for spring
action, burrs, or broken pawls.
d. Inspect the barrel for carbon building
or pitting in the bore or chanber.
e. Inspect the flash suppressor for
dents, cracks, or |oose pin.
f. Inspect the rear sight for rust, and

the sight scale for readability.

2. Sear assenbly: Inspect for burrs, rust,
or wear on sear face, or binding in the
safety switch novenent.

FM 23-27
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PERFORVANCE MEASURES

3. Alignment guide assenbly:

a. Inspect for deforned or cracked
spring.

b. Inspect for cracks around the pin.

c. Inspect for |oose pin.

d. Inspect for burrs, dents, and cracks.

4. QOgive plunger assenbly: |Inspect for
cracks 1 n the housing.

5. Round- positioning block:

a. Inspect for burrs, dents, or cracks.

h. Inspect for broken, deformed, or
m ssing springs.

c. Inspect for bent, cracked, or broken

parts.
6. Charger assenblies (LH, RH):

a. |Inspect for burrs on grooved edges.

b. Inspect for chipped, cracked, broken,
or mssing handl e assenblies.

c. Inspect for spring tension in the |ock
charger handl e | ock.

d. Inspect for spring tension in the |ock
pl unger.

e. Inspect for bent charger housing.

7. Vertical cam assenbly:

a. Inspect for burrs or buckling.

b. Inspect scratches, chips, or
al um num bui | dup on the chroned edge.

c. Inspect for |ock binding.

8. Primary drive lever: Inspect for burrs
around the pivot post.

9. Secondary drive |ever:

a. Inspect for burrs, cracks, chips, or
buckl i ng. o o _
b. Inspect for missing retaining pin.

GO

NO-GO




PERFORVANCE MEASURES:

10. Feed slide assenbly:

11.

12.

13.

a. Inspect for burrs or cracks.
b. Inspect for Dbroken feed paws,
bi nding, or no spring action. _
c. Inspect for deformed shuttle-spring
tip.
d. Inspect for |oose nounting screws.
Feed tray:
a. Inspect for burrs or cracks.
b. Inspect for lack of spring action
Top cover assenbly:
a. Inspect for burrs, cracks, or rust.
b. Inspect for loose or mssing |atch.
c. Inspect for bent pins, and for mssing
or broken cross pins.
Bolt and backpl ate assenbly:
a. | nspect overall for burrs, rust, or
cracks.
b. Inspect handles for cracks. _
c. Inspect for broken or bent recoil
springs. _
d. Inspect for bent or broken guide rods.
e. Inspect for mssing safety wre. _
f. :nspect for broken or worn cocking
ever .
g. Inspect for cracked or chipped bolt
sear.
h. Inspect for cracked or binding cam
fol | owers. _
i. Inspect for cracked or chipped bolt
fingers. _ o
j. Inspect for chipped or broken firing
pin tip. _
k. lInspect for chipped, cracked, or

m ssing extractors.
I. Inspect for bent or cracked backplate
or mssing retaining ring.
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Internedi ate Training Cbjective 4: Lubricate the MK 19.

CONDI TIONS: G ven a disassenbl ed, cleaned, and inspected
MK 19, and |ubricant and brush.

STANDARDS: The gunner wi ||

PERFORVANCE MEASURES:

10.

11.

Recei ver assenbly: Apply a light coat
of lubricant on the receiver rails,
feeder, and feeder paw s.

Sear assenbly: Apply a light coat to
all parts.

Alignnent guide assenbly: Apply a |ight
coat to all parts.

Round- posi tioning block: Apply a I|ight
coat to the springs.

Charger assenblies (LH RH): 'APPIy a
light coat to all parts, especially the
grooved edges of the rails.

Vertical cam Apply a light coat to al
parts, especially the chromed edge.

Primary drive lever: Apply a |ight coat
to al parts, especially the pivot
posts.

Secondary drive lever: Apply a |ight
coat to all parts, especially the pivot
post and forked end.

Feed slide assenbly: Apply a light coat
to all parts, especially the feed paw s.

Feed tray: Apply a light coat to all
pants, especially the feed paws.
rails.

Top cover assenbly: Apply a |ight coat
to all parts, especially the latch, the
pi vot post hole, and the pin holes.

| ubricate the weapon.

GO
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PERFORVANCE MEASURES:

12.

Bolt and backpl ate assenbly: Apply a
light coat to all parts, especially the
bolt face, bolt sear, guide rods, recoil
springs, bolt rails, cam followers, and
cocking |ever.

| nternediate Training Objective 5. Assenble the MK 19.

CONDI TIONS: G ven a di sassenbl ed, cleaned, inspected, and
[ ubricated MK 19.

STANDARDS: The gunner w Il assenble the weapon in proper
sequence within four m nutes.

PERFORVANCE MEASURES:

10.
11.

12.
13.

G0 | NO- GO

Assenbl e the sear assenbly.

éa)senble the charger assenblies (LH,

Assenbl e the round-positioning block.
Insert the ogive plunger assenbly.
Insert the alignnent guide assenbly.
Attach the vertical cam

Attach the primary drive |ever.
Attach the feed tray.

Attach the feed slide assenbly.
Attach the top cover assenbly.

,lb\ttach and engage the secondary drive
ever.

Insert the bolt and backpl ate assenbly.

Conplete within four mnutes.
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I nternedi ate Training Objective 6: Performa function check.

CONDI TIONS: G ven an assenbled MK 19.

STANDARDS: The gunner will performa function check on the

weapon.

PERFORVANCE MEASURES:

1. Cose the top cover.

2. Charge the weapon.

3. Lock the charging handl es forward.

4. Place the gun on SAFE.

5. Press the trigger.

6. If the weapon fires, notify the super-
vi sor.

1. [f the weapon did not fire, continue.

8. Myve the safety to FIRE

9. Press th trigger. Bolt should spring
forward

10.  Open the top cover

11. Check the tip of the firing pin. It
shoul d be exposed.

12, Moywve the feed slide to the left.
13.  Cose the top cover

14, Mve the safety to SAFE

| nternedi ate Trai ni ng Gbj ective 7: d ean,

[ubricate the MK 64 MDD 7 gun cradrl e.

GO

NO- GO

I nspect, and

CONDI TIONS: G ven a gun cradle, TM 9-1010-231-13&P, and

[ ubri cant.

STANDARDS: The gunner will clean, inspect,
the gun cradle.

and | ubricate



PERFORVANCE MEASURES

1.

a.
b.
C.

2.

o2

f.
g.

Cl ean the gun cradle.

Brush or wipe away dirt.
Use a rag to apply cleaning solvent.
W pe dry.

| nspect the gun cradle for--

Bent or cracked retaining pins.

Damaged threads on depression stop.
Danmage to mounting surface on the gun
cradle.

Loss of nounting hardware (nuts,
bolts, pins, or chains).

Depression stop in place (training use
only).

Frozen pintle |ock.

M ssing cotter pins.

3. Lubricate the gun cradle. Apply a light

coat to all pins and pivot points.

GO
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STATI ON THREE
Station Three has four internediate training objectives.

TASK: Load, unload, and correct nmlfunctions; clear the
MK 19.

CONDI TIONS: G ven a location in which to work, a conplete
MB tripod-mounted MK 19 and ten rounds of |inked 40-nmm
amuni tion (dumy).

STANDARDS: The gunner wll 1load, unload, and clear the
MK 19, and will take imrediate and renedial action per
TM 9-1010-230-10 and this training program

Internmediate Training Objective 1: Cear the MK 19.

CONDI TIONS: G ven an M3 tripod-nounted weapon in a desig-
T%ted)location, and ten rounds of |inked 40-nmm amrunition
unmy) .

STANDARDS: The gunner wll clear the MK 19.
PERFORVMANCE MEASURES:

NONFI RING  Wien the weapon has been in
storage and is taken out for maintenance, a
nonfiring situation exists.

1. Place the gun on SAFE
2. QOpen the top cover
3. Lower the charging handl es.

4, Pull back on the charging handles
slightly, allow ng enough space between
the face of the bolt and the chanber to
allow both to be seen.

5 Inspect the bolt face, the chanber, and
the feed area for amunition.

6. Ri de the bolt forward.

7. Return the charging handles to the
original upright position.

8. ?bye the feed slide assenbly to the
ert.




PERFORVANCE MEASURES:

9. Cose the top cover.

FIRFNG A firing situation exists when the
weapon has been fired or when it is in an
environnent in which anmmunition has been
used.

1.  Place the gun on SAFE.

2. Lock the bolt to the rear.

3. Renove the live round or spent case from
the bolt face.

4. Catch the live round as it falls out.
5. Open the top cover.

Renmove the rounds from the feeder.
Move the safety to FIRE

Ri de the bolt forward.

Move the safety to SAFE

10. Il\/bfve the feed slide assenbly to the
ert.

11. dose the top cover.

Internediate Training Qbiective 2: Load the MK 19.

CONDI TIONS: G ven an M3 tripod-nounted weapon in a desig-
nated |ocation, ten rounds of |inked 40-mm anmunition

(dummy) .
STANADARD: The gunner will |oad the weapon.
PERFORVMANCE MEASURES:

1.  Place the weapon on SAFE.
2. R de the bolt forward.
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PERFORVANCE MEASURES:

GO| NO- O

3 Return the charger assenblies to the
original upright position.

4, Open the top cover

5. Slide the rounds, female link first,
t hrough the feed throat.

6. Insert the first round into the feeder
and across the first paw.

7. Mve the feed slide assenbly to the
left.

8. Close the top cover.

9. Charge the weapon.

10.  Lock the charger handl es forward.

11.  Move the safety to FIRE

12.  Press the trigger (bolt goes forward).
13.  Moywve the safety to SAFE

14,  Charge the weapon (live round on bolt
face).

15. Lock the charger handl es forward.

Internediate Training Cbjective 3: Correct malfunctions.

CONDI TIONS: G ven an M3 tripod-nounted weapon in a desig-
nat ed, ten rounds of i nked 40-mm ammunition
(dumy), and a sinulated stoppage.

STANDARD: The gunner will correct the mal function.
PERFORMANCE MEASURES:

QO |NO- (O

1. In a training situation, wait ten
seconds after any stoppage.

B-20




PERFORVANCE MEASURES

&0 | NO- GO

2. Charge the weapon and try to fire.

3. If the weapon fails to fire, recharge
and try to fire.

If the weapon fails to fire (or gunner is
instructed that the gun did not fire) after
the second attenpt, the gunner wll take
remedi al action:

4, Unl oad and cl ear the weapon.

5. Inspect the weapon and anmmunition and
try to find the cause of the stoppage.

6. |If possible, correct the cause of the
st oppage, reload, and try to fire the
weapon.

Internediate Training Cojective 4: Stop a runaway gun.

CONDI TIONS: G ven an M3 tripod-nounted weapon in a desig-
nated l|ocation, ten rounds of |inked 40-mm anmmunition
(dumy), and a simul ated runaway gun.

STANADARDS: The gunner will stop the runaway gun.
PERFORMANCE MEASURES:

Lower one of the charging handles.
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STATI ON FOUR

Station Four has four internediate training objectives.

TASK:  Munt and disnmount the MK 19 onto one of the
following: M3 tripod, M4 pedestal on a 1/4-ton vehicle,
Hl\/ll\él/\X/ with weapon platform or conmmander's cupola on an
ML13.

CONDI TIONS: G ven a conplete MK 19, a conplete MK 64 MDD 7
gun cradle, a location in which to work, TM 9-1010-231-13&P,
and one or nore of the following: M tripod, 1/4-ton
vehicle with an M4 pedestal, HVYWW w th weapon platform or
ML13.

STANDARDS: The gunner will nount and di snount the MK 19 on
the gun cradle, nmount the gun on other nounts as directed.
The tinme limt for noving the MK 19 from one nount to
another is four mnutes.

TRAINING NOTE: when the MK 19 is nounted on a unit's
organic carrier or the M3 tripod, it is called a weapon
system The weapon systemis nounted using the three-nan
concept. The gunner is responsible for ensuring that it is
nounted correctly, with the aid of the other two team
menbers. The steps for securing the MK 19 to the gun cradle
are ght sanme. The MK 19 is noved from one nount ot anot her
with the MK 64 MOD 7 gun cradle attached.

Internmediate Training Cbjective 1: Mnt the MK 19 on the
M3 tripod.

CONDI TIONS: G ven a location in which to work, an M3 tri pod
with T&E nechanism the gun cradlem and TM 9-1010-231- 13&P.

STANDARDS: The gunner will nount the gun cradle on the M
tripod.

PERFORVANCE MEASURES:

& | NO- GO

MONTI NG
1. Set up the MB tripod.

2. Secure the MK 64 MOD 7 gun cradle onto
the M3 tripod.

3. Lift the gun into the gun cradle.




PERFORVANCE MEASURES

GO [NO- GO
4. Slide the front Portion of the receiver
into the gun cradle.
5. Secure the rear of the gun to the gun
cradl e.
6. Attach the T&E nechanismthe to the M3
tripod.
7. Attach the T&E nechanism to the gun
cradl e.
8. Attach the feed throat.
DI SMOUNTI NG
9. Renove the T&E nechani sm retaining pin.
10. Insert the gun cradle stow pin (left
side) .
11. Unlock the M3 tripod pintle |ock rel ease
cam
12. Lift the MK 19, with the MK 64 MXD 7 gun
cradl e attached, fromthe M3 tripod.
Internediate Training Qojective 2: Mount and di smount the

MK 19 Tromthe M4 pedestal.

CONDI TIONS: Gven a location in which to work, a vehicle
with an M4 pedestal nount, an M3 tripod-nmounted MK 19, the
T&E nEﬁhanism pintle adapter, ammunition container bracket,

and tools.

STANDARDS: The gunner will renove the MK 19 from the M
tripod, nount it on the M4 pedestal within four mnutes, and
dismount it fromthe M4 pedestal within four mnutes.

PERFORVANCE MEASURES

GO | NO- GO

MOUNTI NG

1. Renove the T&E nechanism retaining pin
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PERFORVANCE MEASURES

2. Insert the cradle stow pin (left side).

3. Unlock the M3 tripod pintle lock Iever

4. Mve the MK 19 to the M4 pedestal

5. Loosen the locking lever on the M
pedestal .

6. Insert the pintle adapter into the top
part of the M4 pedestal

7. Renove the quick-release pin fromthe
pintle adapter.

8. Tighten the locking lever on the M
pedestal .

9. Lift up the MK 19 and insert the gun
cradle pintle into the top of the pintle
adapter.

10. Insert the quick-release pin into the
pintle adapter from either side.

11.  Attach the train and el evation nmechani sm
to the gun nmount.

12.  Center the elevation handwheel.

13.  Renobve the stow pin.

14, Attach the train and el evation nechani sm
clamp to the M4 pedestal

15.  Attach the two support clanps to the M
pedestal .

16. Attach the ammunition container bracket
(right side).

17.  Attach the enpty case catch bag.

DI SMOUNTI NG

18. Renove the ammunition container bracket

(right side).

GO

NO- GO
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PERFORVANCE MEASURES:

19. Renpve the pin securing the train and
el evation nmechanism to the gun cradle.

20.  Insert the gun cradle stow pin.

21.  Renove the quick-release pin fromthe
pintle adapter.

22.  Lift the MK 19 from the M pedestal

23. Loosen the locking lever on the M
pedest al .

24, Lift the pintle adapter from the M
pedestal .

[nternediate Training Gbjective 3: Munt and di snount the
MK 19 from the HVWW weapon platform

CONDI TIONS: G ven a nounted MK 19, location in which to
work, a HWW w th weapon platform pintle adapter assenbly,
train and el evating nmechanism and TM 9-1010-231-13&P

STANDARDS: The gunner will renove the MK 19 fromits nount
and install it on the HWA weapon platform w thin four
m nut es.

PERFORVANCE MEASURES

GO NO- GO

MOUNTI NG
1. Renove the MK 19 fromits nount.

2. Loosen the |ocking screws on the HVMW
pedest al .

3. Insert the pintle adapter into the HVWW
pedest al .

4,  Tighten the |ocking screws.

5. Renove the quick-release pin fromthe
pintle adapter.
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PERFORVANCE MEASURES:

6. Lift the MK 19,wth MK 64 MOD 7 gun
cradle attached, to the pintle adapter
and insert the gun cradle pintle into
the pintle adapter.

7. Insert the pintle adapter quick-release
pi n.

8. Attach the train and elevating assenbly
to the gun cradle.

9. Center the elevating handwheel.

10. Renove the gun cradle stow pin.

11.  Attach the train and el evating nmechani sm
to the HWW pedestal .

12, Attach the anmunition container bracket.

DI SMOUNTI NG

13. Renove the ammunition container bracket.

14,  Renove the train and elevating mechani sm
fromthe HWW pedestal.

15.  Renove the train and el evating nechani sm
fromthe gun cradle.

16.  Insert the gun cradle stow pin.

17.  Renove the quick-release pin fromthe
pintle adapter assenbly.

18. Lift the MK 19 from the HMWW pedestal .

19. Renove the pintle adapter from the HVWAW

| nternedi ate Trai ning Objective 4: Munt

pedestal .

MK 19 from the commander’s cupola of an ML13.

CONDI TIONS: G ven a npunted MK 19,
wor K,

NO- GO

and di snount the

a location in which to

an ML13 wth the commander's cupola, pintle adapter,
anmuni tion bracket, and TM 9-1010-231- 13&P.
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STANDARDS: The gunner will renove the MK 19 fromits nount
and install it on the comander’s cupola of the M13 within
four mnutes.

PERFORVANCE MEASURES

G O|NO GO
MOUNTI NG
1. Insert the pintle adapter into the nount
receptacl e.

2. Renove the pintle adapter quick-release
pi n.

3. Lift the MK 19 to the pintle adapter and
insert the cradle pintle into the pintle

adapter.
4, Insert the pintle adapter quick-release
pi n.
5. Attach the ammunition bracket.
DI SMOUNTI NG
6. Insert the gun cradle stow pin.

7. Remove the ammunition bracket.

8. Renove the pintle adapter quick-release
pi n.

9. Lift the MK 19 from the commander's
cupol a.
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TASK:

STATI ON FI VE

| dentify characteristics of a defensive position for
the MK 19.

CONDI TIONS: G ven an MB tripod, a conplete Mk 19, a l|ocation

tion in which to work, direction of fire,
dug fighting position.

STANDARDS: The gunner w ||

conplete the fighting position.

PERFORVANCE MEASURES:

Check assigned direction of fire.
Check gun traverse.

Check overhead cover.

Check fighting position canouflage.

?heck for protection against small-arns
ire.

Check for protection against indirect
fire fragnents

Check for protection from aerial
observati on.

Check for nutual support wth other
fighting positions.

Check for a good field of fire.

and a partially

identify the actions needed to

G O

NO- GO




STATION SI X
TASK: Prepare a range card for the MK 19.

CONDI TITONS: Light, in a defensive position, given
a tripod-munted MK 19, a principal direction of fire and
secondary sector of fire (both with recognizable targets),
paper, pencil, and conpass.

STANDARDS: Prepare range cards that include a data and

sketch section for each sector of fire, with appropriate
sketches and mlitary synbols.

PERFORVANCE MEASURES:

G O[NO- GO

1. Oient the range card.

2. Sketch the terrain that is to the front
of the position (promnent and nan-nade,
including terrain features)

3. Fill in or construct the marginal data
section.

a.  @n number.
h. Unit designation.
c. Date.
d. Magnetic north arrow.
4, Sketch machine gun symbol .

5. Specify gun location in relation to
promnent terrain feature or eight-digit
grid coordinate.

a. Determne azimuth in mls from the
terrain feature to the gun

b. Determ ne di stance between the terrain
feature and the gun.

c. Sketch and identify the terrain
feature on the card.

d. Connect the feature and gun with a
bar bed |ine.

e. YVite the distance in neters above the
I ne.
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PERFORVANCE MEASURES:

G0 | NO- GO

f. Wite the azimuth in mls below the
line fromthe feature to the gun.

6. Sketch in the TRPs, if any.
7.  Label TRPs, if any.
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STATI ON SEVEN

TASK: Mount, place into operation, and disnount the
AN TVS-5 night vision device fromthe M 19.

CONDI TIONS: G ven a nounted MK 19 and an AN TVS-5.

STANDARDS: The gunner will nount the ANNTVS-5 on the MK 19,

pl ace the sight into operation, and disnount the AN TVS-5
fromthe M 19.

PERFORVANCE MEASURES:

GO | NG GO

1. Munt the M2 nounting bracket onto the
MK 19.

Mount the ANNTVS-5 onto the M2 bracket.
Install the batteries in the device.
Press your eye against the eye guard.

Turn the ON OFF/ TUBE BRI GHTNESS control
to ON.

6. Adjust the ON OFF/ TUBE BRI GHTNESS
control, as needed.

7. Turn the ON OFF/ RETICLE BRI GHTNESS
control to ON.

8. Turn the diopter focus ring until the
clearest image of the reticle patternis
obt ai ned.

9. Turn the objective focus ring until the
(tjafr.getd in the field og view is sharply
ef i ned.

10, Turn the ON OFF/ RETICLE BRI GHTNESS
control to OFF.

11. Tur(r_lFFt he ON OFF/ TUBE BRI GHTNESS contr ol
to .

12. Renove the batteries from the AN TVS-5.
13. Renmove the ANNTVS-5 from the M2 bracket.
14, Renove the M2 bracket from the MK 109.
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